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Features and Benefits
 
• Energy efficient
• Consistent lamp to lamp colour and light
• Dimmable and non-dimmable
• Suitable for use in damp locations
• Long life
• No UV emissions 

• 

Applications
 
• Table lamps, floor lamps, ceiling fixtures and   
    wall sconces
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Omni
63265 LED/OMNI/6W/30K/ND/ELUME 6 E26 120 3 000 80 25 000 450 40 N 24

62850* LED/OMNI/7W/27K/D/ELUME 7 E26 120 2 700 80 25 000 450 60 Y 48

62852* LED/OMNI/7W/27K/ND/ELUME 7 E26 120 2 700 80 25 000 450 60 N 48

62435 LED/OMNI/7W/27K/D/ELUME 7 E26 120 2 700 80 25 000 500 60 Y 48

63263 LED/OMNI/9.5W/30K/ND/ELUME 9.5 E26 120 3 000 80 25 000 806 60 N 24

62851* LED/OMNI/10W/27K/D/ELUME 10 E26 120 2 700 80 25 000 800 100 Y 48

62853* LED/OMNI/10W/27K/ND/ELUME 10 E26 120 2 700 80 25 000 800 100 N 48

62436 LED/OMNI/12W/27K/D/ELUME 12 E26 120 2 700 80 25 000 800 100 Y 48
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** Typical lumens +/- 5%

Dimmable and NON-dimmable LED lamps!
Not all lamps need dimming! Choose the right lamps for your needs. New sleek design. Ideal for residential use 
in kitchens, living rooms, dining rooms and also in commercial use. 60 and 100 watt replacement available.
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MOL  = 4 19⁄32 in. (117 mm)
Dia.  = 2 3⁄8 in. (60 mm)
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